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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM

FREE-JET ALTITUDE INVESTIGATION OF A 20-INCII RAM-JET COMBUSTOR WITH

A RICH INNER ZONE OF COMBUSTION FOR IMPROVED

LOW-TEMPERATURE -RATIO OPERATION

By Arthur M. Trout and Carl B. Wentworth

SUMMARY

An investigation of the altitude performance of a 20-inch-diameter
high-temperature-ratio ramjet combustor which had been redesigned to
provide good combustor efficiency over a wide range of temperature
ratios was conducted at zero angle of attack in a free-Jet facility at
a Mach number of 3.0. Most of the investigation was for Operation at a
simulated altitude of about 70,400 feet. Configurations investigated
incorporated a cylindrical control sleeve which confined the injected
fuel at lean over-all fuel-air ratios to about 40 percent of the engine
air flow, thus maintaining an optimum fuel-air mixture over a portion
of the flame holder when the over-all fuel-air ratio was about 0.015 to
0.02. Exhaust nozzles of 45 and 55 percent of the combustion-chamber
area were used in combination with combustion chamber lengths of 48 and
77 inches.

Whereas the original engine configuration, which contained no con-

trol sleeve, had a lean limit of operation at a fuel-air ratio of about
0.03, the configurations with the control sleeve reported herein opera-
ted well at a fuel-air ratio of 0.015 or lower. The inner combustion
zone had peak combustor efficiencies from 0.80 to 0.88 at a fuel-air
ratio of about 0.02 for the various configurations. With both inner and
outer zones burning, peak combustor efficiency was 0.88 to 0.92 at a
fuel-air ratio of 0.045 to 0.05, which was essentially the same as for
the original engine configuration. The control sleeve caused only a
slight increase in the burner total-pressure loss. Thus, possibilities
seem good for the development of an engine to satisfy the requirements
for a long-range missile or for tactical missiles requiring variable
thrust for maneuvering (i.e., good. combustion efficiency over a wide
range of temperature ratios).

3
INTRODUCTION

Theoretical analysis has shown that hydrocarbon-burning ram-jet
engines which could power a long-range missile at cruise conditions must
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operate with good combustion efficiency at a relatively low fuel-air
ratio. Analysis also indicates that on an over-all gross-weight basis
(including rocket boost), an optimum, long~.range, ram-jet-missile flight
plan might include a relatively moderate external boost to some flight
Mach number and altitude below cruise conditions and would utilize the
missile ram~jet engines to accelerate and climb to the cruise altitude
and flight Mach number. Such a flight plan would call for an engine
with a variable-geometry inlet and exit and with a combustion chamber
capable of operating efficiently over a wide range of temperature ratios
and pressures. High temperature ratios (near stoichiometric fuel-air 0
ratio) would be required during the accelerating phase of the flight,
and low temperature ratios (fuel-air ratios of 0.02 to 0.03), for the
long-range cruise portion of flight. A combustion chamber which could
operate over a wide range of temperature ratios might also be needed for
a tactical missile requiring variable thrust for maneuvering.

A collection of experimental ram-jet data compiled from various
unrelated sources by the Lewis laboratory staff in early 1952 showed
that there was not available, at that time, performance data for a ram-
jet combustor that could operate with good combustion efficiency (e.g.,
90 percent or above) over a wide range of temperature ratios. This col-
lection of data indicated, however, that there were promising design
techniques in the ram-jet-combustor field which, if properly developed,
might make it possible to incorporate the desired operating characteris-
tics in a single ram-jet engine. Accordingly, a program was initiated
in March 1952, at the Lewis laboratory for an intensive and systematic
research program aimed at the development of a full-scale ram-jet engine
suitable for long-range application.

One method that has been proposed to maintain high combustion effi-
ciency at low over-all fuel-air ratios consists of confining the injected
fuel to a portion of the combustion-chamber air in such a way that an
optimum local fuel-air ratio is maintained over a portion of the flame-
holding system. The use of such a method is reported in reference 1, in
which it is shown that, by properly controlling the fuel-air mixing pro-
cess, large gains in combustion efficiency at low over-all fuel-air
ratios can be obtained. This method of confining the fuel-air mixture
was applied in the part of the development program which is reported
herein.

The data presented herein were obtained by operation of a 20-inch-
diameter ram-jet engine installed at zero angle of attack in a free-jet
test facility. The nominal Mach number of the jet was 3.0, and the
range of simulated altitudes in the jet was from 60,500 to 70,400 feet.
The inlet total temperature was held constant at 11000 R, which is the
standard total temperature for a flight Mach number of 3.0 above the trop-
opause. Performance at the lower inlet pressures and temperatures which
might be encountered in some long-range missile flight plans was not
investigated in the phase of the program reported herein. This engine
had been originally designed for high-temperature-ratio operation, and
the performance of this engine is repwrted in reference 2, where it is
shown that the combustor efficiency decreased rapidly below a fuel-air
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ratio of about 0.04. The control-sleeve method of reference 1 was
applied to this engine with the objective of obtaining high combustor
efficiency at a fuel-air ratio of about 0.02 without compromising the
performance at higher fuel-air ratios. The control sleeve was designed
to capture about 40 percent of the incoming air flow so that, at over-
all fuel-air ratios of about 0.02, a local fuel-air ratio close to 0.05
(the region of peak efficiency conditions for the original configuration
reported in ref. 2) could be maintained at the flame-holding elements.
In an attempt to improve the performance of the configuration with the

o control sleeve at a lean fuel-air ratio, the effects of exhaust-nozzle
size and combustion-chamber length as well as minor modifications to
the control sleeve and pilot were investigated.

APPARATUS

Test Facility

The ram-jet engine was mounted in a free-jet test facility which
is shown schematically in figure 1. Air entered the facility through
a combustion-type preheater and a surge tank and was then expanded
through a converging-diverging nozzle to the design Mach number of 3.0
ahead of the engine inlet. A complete description of this test facility
and its operation is reported in reference 3.

Engine

A diagramatic sketch of the 20 inch-diameter ramjet engine is
shown in figure 2. The inlet diffuser was of the double-cone annular
type which utilizes two oblique shocks and one normal shock. The sub-
sonic diffuser portion was divided into three channels by the centerbody

supports which extended downstream to the end of the inner body. The
flame holder and pilot burner were built integrally , and the pilot burner
was mounted on the blunt end of the inner body. The pilot burner was
6 inches in diameter and 8 inches long. Louvers near the upstream end
of the pilot burner provided air for pilot combustion. Three gutters,
which were 3 inches wide at the open end, extended radially from the
downstream end of the pilot burner. These gutters formed channels
4.4 inches deep and were mounted on the blunt ends of the inner-body
supports. Two circular V-gutters 1 inch wide and with a 600 included
gutter angle interconnected the radial gutters at radii of 6.0 and
8.5 inches. Total blockage of the flame holder was 55 percent of the
combustion-chamber area. The engine fuel was injected through 27 noz-
zles which were located 17 inches 'upstream of the flame holder and which
sprayed in a downstream direction. The nozzles were located in two con-
centric circular manifolds, each of which was divided into three segments
because of the inner-body supports. Each outer manifold segment was
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equipped with five equally spaced fuel nozzles and each inner segment had
four equally spaced nozzles. In order to simplify maintenance, fixed-area
fuel spray nozzles were substituted for the original pintle-type nozzles
which were used in the investigation reported in reference 2. Perform-
ance with the two types of nozzles was virtually the same. A single
fuel nozzle supplied fuel to the pilot burner. ignition of the pilot
burner was accomplished by means of an igniter which extended radially
into the pilot burner and which burned an electrically ignited mixture
of propane and air.

CQ

The engine was equipped with a contoured convergent exhaust nozzle
which had a minimum area equal to 55 percent of the combustion-chaber
area. A more complete description of this engine and its unmodified
performance is given in reference 2.

Configurations

Seven configurations were investigated in the evaluation of the
inner~control-sleeve technique as applied to the 20-inch ram-jet engine.
The pertinent features of each are summarized in the following table,
and each is briefly described in the succeeding paragraphs:

Config- Control Pilot Combustion- Exhaust-
uration sleeve chamber nozzle area,
number length, percent of

in. combustion-
chamber area

1 None Original 48 55
with

louvers

2 Extended from
fuel nozzles

_to flame holder

3 Extended 8 in.
downstream of
flame holder

4 Louvers closed

and holes
drilled near

downstream end

5 45

6 77 55

7 45
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Configuration 1. - Configuration 1, which is described in the pre-
ceding section and is shown diagrammatically in figure 2, was used in
determining the engine performance presented in reference 2 and is
included to form a basis of comparison for the modified configurations.
The combustion-chamber length was 48 inches, and the exhaust-nozzle area
was 55 percent of the combustion-chamber area.

Configuration 2. - For configuration 2 a cylin(Irical control sleeve
was installed which extended from between the fuel-Injection manifolds

ndownstream to the plane of the annular flame-holding gutters (fig. 3).
The control sleeve was designed to capture approxlmately 40 percent of
the engine air flow and to confine all the fuel injected by the inner
manifold within the control sleeve, thus making it possible to maintain
a rich local fuel-air mixture at the flame holder while the engine was
operating at a lean over-all fuel-air ratio.

Configuration 3. - Configuration 3 incorporated a downstream addi-
tion to the control sleeve which extended 8 inches beyond the flame
holder into the combustion chamber (fig. 4). The control sleeve was
extended to prevent the possibility of premature quenching of the flame
seated on the inner V-gutter by the air from the outer zone.

Configuration 4. - An attempt was made to increase the inner-zone
combustor efficiency with configuration 4 by prcviding stronger piloting.
Fifteen 1/2-inch-diameter holes in the side of the pilot burner were
substituted for the original air-entry louvers at :he rear of the pilot
burner, thereby enlarging the recirculation zone and increasing the pilol
air flow. The control sleeve and its extension we:re retained in con-
figuration 4. The new holes and the blocked-off louvers may be seen in
figure 4.

Configurations 5, 6, and 7. - Configurations 5, 6, and 7 incorpo-
rated modfications to determine the effect of inlet velocity and burner
length upon combustor performance. Configuration 5 was the same as con-
figuration 4 with the exception of the exhaust nozzle wbich had an area
of 45 percent of the combustion-chamber area. Configuration 6 was the
same as configuration 4 except that a 29-inch extension was added to the
combustion chamber. Configuration 7 was the same as configuration 6
except for the exhaust nozzle which was 55 percent of the combustion-
chamber area.

Instrumentation

The locations of temperature and pressure measurements at the vari-
ous instrument stations are shown in figures 1 and 2. The total pres-
sure and temperature were measured in the surge tank ahead of the
supersonic nozzle (fig. 1) and were used in determining engine ambient
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conditions. A survey of total and static pressures was made in the
engine at a station near the downstream end of the subsonic diffuser
(fig. 2) and the results were used in calculating the burner total-
pressure ratio and the combustion-chamber-inlet Mach number. A water-
cooled rake located just upstream of the exhaust nozzle was employed to
measure the total pressure in the combustion chamber for use in air-flow
and efficiency calculations. The fuel flow to both the preheater and
the engine was measured by calibrated rOtameters. Air flow to the pre-
heater was measured with an A.S.M.E. flat-plate orifice.

PROCEDURE

Simulated Flight Conditions

A flow Mach number of approximately 3.0 was obtained ahead of the
engine diffuser inlet by means of a convergent-divergent nozzle
(ref. 3). The total temperature of the air entering the surge tank was
raised to 11000 R by a combustion-type preheater to simulate the stand-
ard total temperature for a flight Mach nunber of 3.0 at altitudes above
the tropopause. The total pressure in the surge tank was varied to sim-
ulate altitudes of about 60,500 to 70,400 Ceet in the supersonic jet
ahead of the engine diffuser. The engine, however, by virtue of its
inlet and exit geometry, operated supercritically for all fuel-air
ratios. Therefore, the combustion-chamber pressures were somewhat
lower for these simulated altitudes than are obtainable in practice
with a better matching of inlet and exit gaometry.

h4ethod of Engine Operation

After full supersonic flow had been established in the supersonic
nozzle, the throttling valve (fig. 1) was partially closed to raise the
pressure level and reduce the velocities in the engine sufficiently to
permit ignition of the pilot burner and the inner zone of the main
burner. When burning had been established, the throttling valve was
opened and the engine exhaust nozzle choked. Fuel flow to the inner
zone was varied to cover the range of operation from lean to rich
blow-out (or to the pumping capacity of the inner-zone fuel system).
The inner-zone fuel flow was then held at the optimum value (peak com-
bustor efficiency) as fuel flow to the outer zone was initiated and
varied to obtain engine performance at high fuel-air ratios. The fuel
used in the evaluation of configuration 1 Vas MIL-F-5624 grade JP-3.
For all other configurations the fuel used was MIL-F-5624A grade JP-4.

Calculations

The engine fuel-air ratio was calculated as the ratio of engine
fuel flow to the unburned-air flow entering the engine. Combustor
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efficiency was taken as the ratio of ideal to actual fuel-air ratio,
where the ideal fuel-air ratio was that necessary to obtain, in an ideal
combustion process, the total pressure which was measured at the exit of
the engine combustion chamber. The symbols and the methods used to cal-
culate engine air flow, fuel~air ratio, combustor efficiency, and
combustion-chamber-inlet Mach number are outlined in appendixes A and B,
respectively.

RESTLTS AND DISCUSSION

In order to establish a datum with which the performance of the
various control-sleeve configurations could be compared, the performance
Of the original engine configuration reported in reference 2, and herein
referred to as configuration 1, is presented in figure 5. Combustor
efficiency (fig. 5(a)), burner total-pressure ratio (fig. 5(b)),
combustion-chamber total pressure (fig. 5(c)), and combustion-chamber-
inlet Mach number (fig. 5(d)) are plotted as functions of fuel-air ratio
for several altitudesi Of principal imortance with reference to this
investigation are the curves of combustor efficiency (fig. 5(a)). Peak
efficiency of approximately 0.90 occurred at a fuelair ratio of about
0.042 for a range of altitudes from 60,500 to 66,500 feet. A gradual
decrease in efficiency occurred as the fuel-air ratio was increased
beyond the value for peak efficiency. The efficiency decreased very
rapidly, however, as the fuel-air ratio was reduced from the peak-
efficiency value until lean blow-out was encountered at a fuel-air ratio
of about 0.03. This characteristic of poor combustor efficiency at fuel-
air ratios lower than about 0.04 is typical of a ram jet designed for
high-temperature-ratio operation; and, in accordance with the objectives
outlined in the INTRODUCTION, it was this trend which was to be elimi-
nated, insofar as possible, by using the control sleeve.

Effect of Control Sleeve and Control-Sleeve Extension

Configuration 2. - In configuration 2 the principles of localizing
fuel-air ratio which are set forth in reference 1 were applied in an
attempt to obtain high combustor efficiencies at low fuel-air ratios.
Performance for this configu-ration is presented in figure 6, where com-
bustor efficiency, burner total-pressure ratio, combustion-chamber total
pressure, and combustion-chamber-inlet Mach number are plotted as func-
tions of fuel-air ratio for altitudes of 60,500 and 70,400 feet. The
range of engine operation was greatly extended in the region of lean
fuel-air ratios, as can be seen in figure 6(a) by comparing the perform-
ance of the inner zone alone with the typical performance of configura-
tion 1. The peak combustor efficiency for the inner zone alone was about
0.78 at a fuel-air ratio near 0.02 for both altitudes. The combustor
efficiency decreased slightly as the inner-zone fuel-air ratio was
increased from 0.02 to 0.04. Operation at a fuel-air ratio leaner than
0.02 resulted in lean blow-out for the higher altitude and a very rapid
decrease in combustor efficiency for the lower altitude. The control
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sleeve had little effect upon combustor efficiency above a fuel-air
ratio of 0.05 with both inner and. outer Zones burning.

As previously stated, different fuels were used in the evaluation of
configurations 1 and 2 (MIL F'5624 grade JP-3 for configuration 1 and
MIL-F-5624A grade JP-4 for configuration 2). It is believed, however,
that the change in fuel type during this program had little effect on com-
bustor performance at the inlet pressure and temperature conditions of the o
investigation. In any event, the improved performance of configuration 2
at fuel-air ratios leaner than 0.035 could not be attributed to the
slight differences in fuel used.

The burner tOtal-pressure ratio (fig. 6(b)) was only 1 or 2 percent
lower than for configuration 1 (fig. 5(b)). Combustion-chamber total
pressure and combustionchaber-inlet Mach number for configuration 2 are
shown in figures 6(c) and 6(d), respectively. It may be seen from fig-
ure 6 that altitude had no significant effect upon burner performance
within the range for which data were obtained. This insensitivity to alti-
tude was also observed for other configurations. For simplicity, there-

fore, only the performance data for one altitude (approximately 70,400 ft)
are presented in the subsequent discussion of configurations 3 to 7.

Configuration 3. - Whereas the control sleeve of configuration 2
extended the leanrange of operation to a fuel-air ratio of 0.02 before

a marked decrease in efficiency or blow-out occurred, the level of peak
combustor efficiency with inner-zone injection alone was about 10 points
lower than that with injection in both zones, It was felt that approxi-

mately equal efficiencies Should be obtainable with both methods of
injection. Therefore, in order to eliminate the possibility that the
low inner-zone combustor efficiency of configuration 2 might be caused
by premature quenching of the inner-zone flame by the air of the outer
zone, the control sleeve was extended 8 inches beyond the plane of the
flame holder. The performance of this configuration is presented in
figure 7. Figure 7(a) shows that the maximum combustor efficiency of

the inner zone was about the same as for configuration 2, but occurred
at a leaner fuel-air ratio of approximately 0.015. Configuration 3,
therefore, did not raise the peak inner-zone combustor efficiency to the
desired value. The sleeve extension caused a rather rapid decrease in

efficiency as the fuel-air ratio of the inner zone was increased from
the point of maximum efficiency. This was probably due to the con-
fining of the over-rich mixture from the inner zone too far downstream
in the combustion chamber to permit mixing and burning with the air from
the outer zone. The control-sleeve extension also isolated the outer-
zone flame-holding gutters from the piloting system. This prevented
flame seating on the outer-zone gutters for lean mixtures in the outer

zone. The result was a rapid decrease in efficiency when operating with
both zones as the fuel-air ratio was decreased from the point of maximum
efficiency., Thus the control-sleeve extension caused a large region of
low efficiency in the range of fuel-air ratios between 0.02 and 0.05
when operating with both zones. The efficiency peak for operation with
both zones was at a fuel-air ratio of 0.05 (leaner than for configura-
tion 2), and the maximum efficiency of 85 percent was slightly lower
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than for the previous configurations. This lower peak efficiency for
operation with both zones resulted from holding the inner-zone fuel flow
at a value corresponding to an over-all fuel-air ratio of 0.025 rather
than the optimum of 0.015. Discussion of a subsequent figure shows the
important effect of inner-zone fuel flow upon peak over-all efficiency.

in figure 7(b) the burner total-pressure ratio is shown to be about
1 percent lower with the control-sleeve extension than it Vas for con-

Wfiguration 2.

0

Effect of Pilot-Burner Modifications - Configuration 4

The sleeve extension of configuration 3 was observed to have no
effect on peak combustor efficiency in the lean range of fuel-air
ratios. in a further effort to raise the peak efficiency in the lean
range of fuel-air ratios, modifications to the pilot were made. It was
felt that an increase of pilOt-brner heat release might have a benefi-
cial effect on mainstream burning. In configuration 4, therefore, the
original upstream louvers in the pilot burner were closed and air admis-
sion holes were drilled approximately 6 inches downstream of the pilot-
burner mounting face.

Typical inner-zone performance of this configuration (for one pilot*
fuel flow) is shown in figure 8 and is essentially the same as the per-
formance of configuration 3. Any consistent trends due to the changes
made in the pilot burner or variations in the pilot-burner fuel flow
were not apparent; either there were none, or they were obscured by the
spread of data points. In any event, the eff'ect could not have been
more than 2 or 3 points on the peak efficiency.

Effect of CombustionChamber Length and inlet Velocity

Because the control-sleeve extension and pilot-burner modifications
did not raise the peak efficiency of inner-zone operation, it was decided
to decrease the combustion-chamber-inlet velocity and to increase the
combustion-chamber length to see if any improvements in efficiency could
be obtained by these methods.

Configuration 5. - For configuration 5 the exhaust-nozzle size was
reduced from 55 6 45 percent of the combustion-chamber area. This
decreased the combustion-chamber velocities approximately 20 percent and
resulted in a corresponding increase in pressures for a given altitude.

The performance of configuration 5 is presented in figure 9. Figure 9(a)
shows that the peak efficiencies were not noticeably changed from those
of previous configurations. The rich blow-out point for the inner zone I
was extended from a fuel-air ratio of about 0.04 to about 0.05 because
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of the more favorable conditions of pressure and velocity at the flame
holder. The combustor efficiency cvrve with fuel injection in both zones
still showed a region of low efficiency around a fuel-air ratio of 0.035
due to the control-sleeve extension. The burner total-pressure ratio
shown in figure 9(b) was about 2 or 3 points higher compared with con-
figurations 3 and 4 because of the lower flame-holder pressure drop at
the lower Velocities. The combustion-chamber-inlet Mach number
(fig. 9(d)) decreased about 17 percent from the Values of figure 6(d).

0
Configuration 6. - Configuration 6 incorporated a combustion-

chamber extension which increased the combustion-chamber length by
60 percent. The 55-percent exhaust nozzle was used for this configura-
tion. The performance for configuration 6 is shown in figure 10. The
maximum'combustor efficiency for the inner zone was 0.88 at a fuel-air
ratio of 0.015 (fig. 10(a)). This was an increase of 8 points over
previous configurations. Operation at fuel air ratios leaner than
0.015 and richer than 0.04 for the inner zone was purposely not attempted
for configuration 6 because of operational difficulty with the propane
igniter which would have prevented reignition of the engine in the event
of a blow-out. The decrease in combustor efficiency on the rich side of
the maximum efficiency point for the inner zone was not as pronounced
with the long combustion chamber as it was with the short chamber. This
was probably due to the fact that the increased length provided for bet-
ter mixing of the over-rich mixture of gases from the inner zone with
the air from the outer zone, thus permitting more complete combustion.
For burning with both zones the peak efficiency was increased about
5 points over previous configurations to 0.92 at a fuel-air ratio of
0.045. Thus it is apparent that the added combustion-chamber length had
a beneficial effect upon the combustor efficiency.

Configuration 7. - For configuration 7 the additional combustion-
chamber length was retained, and the 45-percent exhaust nozzle was again
used to determine the effect of combustion-chamber-inlet velocity. The
"performance of configuration 7 is presented in figure 11. The inner-zone
peak efficiency (fig. 11(a)) was slightly lower for this configuration
than for configuration 6. The peak efficiency for fuel injection in
both zones was unchanged, Thus, as for configuration 5, the decrease in
combustion-chamber-inlet velocity did not increase the peak combustor
efficiencies. The rich limit of operation of the inner zone alone was
extended from a fuel-air ratio of 0.05 (fig. 9(a)) to above 0.0575 by
the added combuston-chamber lengtho Operation at fuel-air ratios above
0.0575 was not possible with the inner zone because of the limitations
of the fuel supply system. The effect of changes in inner-zone fuel
flow when burning with both zones is shown by figure 11(a), where the
spread of efficiency with variations in inner-zone fuel flow was as
large as 20 points (at an over-all fuel-air ratio of 0.045). The key in
figure 11 gives the inner-zone fuel pressure, which was held constant
during burning with both zones, and also the corresponding fuel-air ratios
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for these pressures when the inner zone was burning alone. The three
curves of combined inner- and outer-zone burning appear to be similar,
except that the peaks were shifted to richer fuel-air ratios and lower
combustor efficiencies as the inner-zone fuel rate was increased. This
indicates that the local combustion performance of the outer zone is
relatively independent of the local inner-zone fuel rate and that changes
in the combined performance of both zones as the inner-zone fuel rate is
varied are primarily due to the changes of inner-zone performance. Thus,
the best performance with both Zones was obtained when the inner-zone
fuel flow was held at a value which gave the best efficiency when the
inner zone was operated alone.

CONCLUDING REMARKS

The insertion of a fuel-mnixture control sleeve provided an optimum
local fuel-air ratio over a portion of the flame-holding system and per-
mitted operation at reasonably high Combustor efficiency at low fuel-air
ratios without compromising the performance for high-fuel-air-ratio
operation. Such combustor characteristics would satisfy the requirements
of long-range missiles needing full engine power during boost and climb,
and economical low-fuel-air-ratio operation during cruise.

Addition of the control sleeve, which caused only a slight increase
in the burner total-pressure loss, extended the lean limit of operation
from a fuel-air ratio of 0.03 for the configuration with no sleeve to
fuel-air ratios of slightly less than 0.015 for the modified configura-
tions. The peak inner-zone combustor efficiencies for the modified con-
figurations were from 0.80 to 0.88 at a fuel-air ratio of about 0.02
and simulated altitudes of 60,500 to 70,400 feet at a flight Mach number
of 3.0. The peak over-all combustor efficiencies were from 0.88 to
0.92 at a fuel-air ratio of 0.045 to 0.05 for the modified configura-
tions, which were essentially the same as for the configuration with no
control sleeve.

A decrease in combustion-chamber-inlet velocity of approximately
20 percent had no significant effect upon peak combustor efficiencies.
In contrast, an increase of 60 percent in combustion-chamber length
increased the peak combustor efficiency of the inner zone by as much as
8 points and increased the peak efficiency for burning in both zones by
5 points.

Lewis Flight Propulsion Laboratory
LNational Advisory Committee for Aeronautics

Cleveland, Ohio
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APPENDIX A

SYMBOLS

The following symbols are used in this report

A area, sq ft

B fraction of supersonic jet flow entering engine inlet

Cd  discharge coefficient of engine exhaust nozzle

f/a engine fuel-air ratio

(f/a)' ideal fuel-air ratio

(f/a)p fuel-air ratio of preheater

(f/a)8  stoichiometric fuel-air ratio

g acceleration due to gravity, ft/sec2

M Mach number

P total pressure, lb/sq ft abs

p static pressure, lb/sq ft abs

R gas constant, ft-lb/(lb)(°R)

T total temperature, OR

V velocity, ft/sec

W engine inlet-air flow, lb/sec (containing preheater products of
combustion)

Wa air flow to preheater, lb/sec

Wf,e fuel flow to engine, lb/sec

Wfp fuel flow to preheater, lb/sec

Wu unburned-air flow entering engine, lb/sec

ratio of specific heats

CONFIDENTIAL
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combustor efficiency

p density, lb/cu ft

Subscripts: A

0 free stream

1 lip of inlet cowl
0Ni V

2 subsonic-diffuser exit

21 conditions at station 2 adjusted to combustion-chamber area 9

3 plane of flame holder

4 exhaust-nozzle inlet

5 exhaust-nozzle minimum area

c cold (i.e., engine not burning)

h hot (i.e., engine burning)

iI

qI

pI

CONFIDENTIAL
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APPENDIX B

METHO S OF CALCULATION

Engine inlet-air flow. The engine exhaust nozzle served as a
convenient metering orifice for determining the rate of flow of air
through the engine for nonburning conditions. Inasmuch as the diffuser
was operating supercritically at all times, the inlet-air flow, at a 0

given altitude, was the same for burning and nonburning conditions. The
engine inlet-air flow was calculated from the mass-flow equation

W 5,cCd, c5 5c (1)

This was expressed as

w F(PSc , Cd,c , A5 , T5,c,  ,c, g, R) (2)

where P5,c and T5,c were assumed equal to P4,c and T0 respec-

tively. The exhaust nozzle was choked so that M5,c was equal to I.

The exhaust-nozzle discharge coefficient Cd,c was assumed to be 0.985.

Leakage through the engine flanges was assumed to be negligible.

Engine fuel-air ratio. - The engine fuel-air ratio was defined as
the ratio of the engine fuel flow to the unburned air passing through
the engine inlet. Leaving the preheater was a gas which had a fuel-air
ratio of

w
WWa

It was found that the preheater combustion efficiency was nearly 100 per-
cent. The ratio B of the engine inlet-air flow to the supersonic noz-
zle flow was constant for all inlet pressures. The unburned air enter-
ing the engine was then F (f/a)p

Wu BWa f7 /p (4)

This is different from W, which includes preheater products of combus-
tion. The engine fuel-air ratio was then

f/a- (5)

CONFIDEITIAL
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Because it was more convenient to measure the engine inlet-air flow W
than BWa, use was made of the following relation:

W = B(Wa + Wfp) BWa[ + (f/alp] (6)

Rearranging gives

a +w (7)

Bro [

Substitution of equation (7) in equation (5) gives

f/a (f aQfa= Wfe + '--(f/a)> (8)

L - asj

Combustor efficiency. - The combustor efficiency rj was defined as

(f/a) t/f/a (9)

where f/a is given by equation (8) and (f/a)' is the ideal fuel-air
ratio which would have produced the same burner pressure P4  as was
measured for the burning conditions under consideration. Thus, the effi-
ciency was related only to burner pressure, obviating the direct meas-
urement of the high combustion-chamber temperatures.

The determination of (f/a)' was implemented in the following way.
Because the engine inlet diffuser operated supercritically at all times,
the entering-air flow at a given altitude was the same for the nonburn-
ing and burning conditions and could be expressed as

5 12 d~h A5V 5 ' h  (

W Ps5,cCdcA5Vsc W (10)

1+
W

By use of the equation of state and by converting static pressure and
temperature to total values and velocity to Mach number, equation (10)
may be expressed as

]rh+ I

\ w I I hs~ 2)(n, W - 2 .'

Cd, hITAh h!

CONFIDENTIAL
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or

oc

5,c C IdcA5MS "c 1c l+ 5 C) (2)

Dividing equation (11) by equation (12), assuming that

PS,c - P4,c (13)

5,h 4,h (14)

T5,c T 4,c 0 (15)

T5.h -T ,h (16)

d h 0di (17)

and noting that

M5 ,c - M5,h 1 (18)

the following equation is obtained

-- 7
P4,h T L, h-h
P1 T 0(

c +  -7 (19)

25/ (T)J0

-Equation (19) was evaluated for various engine fuel-air ratios by using
theoretical combustion charts, which included effects of dissociation,
to find T4,h. These data were then plotted as (f/a) I against

P4,h/P4,c" By referring to this plot, the theoretical fuel-air ratio
(f/a)l could be obtained for each value of P /P measured in the

(f/a be otiefr4,h h4,c
egine combustion chamber.

The combustor efficiency as defined above is not a chemical com-

bustion efficiency such as a heat-balance or enthalpy-rise method would

indicate. The combustor efficiency based on total-pressure measurement

CONFIDENTIAL
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is, however, more representative of over-all engine performance, in
view of the fact that it indicates how effectively the fuel is being
used to provide thrust potential rather than how completely the fuel is
being burned.

Combustion-chamber-inlet Mach number. - The combustion-chamber-
inlet Mach number was calculated by using the engine inlet-air flow W,
the static pressure measured in the engine inlet diffuser p2 , the
ambient total temperature To, and the maximum area of the combustion
chamber (514.2 sq in.)
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Figure 4. -Photograph of f lame holder with control-sleeve extension.
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0 1.0

4x Altitude,, ft

50 60,500
. 61,20004 .4- 63,800

5 ~ 66,500

Solid symbols denote
0U conditions Just prior

to lean blow-out.

.2- ----------- il ~ z
, (a) Combustor efficiency.

e4.4 .9__-- - - .. .. .-- - - .. .. ..... . .. ..

(b) Burner total-pressure ratio.

2700 - - --- "

524 V__ __
S 2200 

.

.44
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1~ 20.--J----_

(c) Combustion-chamber total pressure.
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-4j

05
.2

Figure 5.. Performance of configuration I (no control sleeve). Plight Mach
number, 3.0.
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Zone Altitude,
o ft

C'.]"0 Inner 70,400
0 40 Both 70,400

.4- inner 60,500
ABoth 60,500 .

--- Typical performance of
u configuration 1

- Solid symbols denote
conditions just prior
to blow-out

(a) Combustor efficiency.

Ci' ---------------------------------------------

:4 11 1
r4III

.6, - - - - - _

(b une oa-pesrerto

2800 1
2400-- --

0,

600

.4 (c) Combustion-chamber total pressure.

06

0 .01 .02 03 .04 .05 .06 .07 .08 .09
Fuei-air ratio, f/a

(d) Combuston-chsber-iniet Mach number.

Figure 6. -Performance of configuration 2 (with controi sleeve). Flight Mach number, 3.0.
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7 o Both
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0 conditions just prior
to blow-out

(a) Combustor efficiency.
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1800 (b) Burner total-pressure ratio.

4 80 - F___ _4

424

042
42 0

.0 0

04

0 .01 .02 .03 .04 .05 .06 .07 .08 .09
Fuel-air ratio, f/a

(c) Combustion-chamber total pressure.

Figure 7. - Performance of configuration 3 (control sleeve extended). Altitude, 70,400 feet;
flight Mach number, 3.0.
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44 __ _ _ __ _
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Solid symbols denote

0 .4 .- conditions just prior __

O to blow-out

(a) Combustor efficiency.
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(b) Burner total~pressure ratio.

1400-____
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00) 1000__ __ __ __ ____

00- 600t -- 0
0 .01 .02 .03 .04.0

Fuel-air ratio, fr/a

(c) Combustion-chamber total pressure.

Figure 8. - Performance of configuration 4 (modified
pilot burner, inner zone only) Altitude, 70,400
feet; flight Mach number, 3.0.
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Figue 9 Peforanc ofconiguatin 5(45perentexhustnozzle). Altitude,
70,400 feet; flight Mach number, 3.0.
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